HOW INTELLIGENT
S YOUR BUILDING?

Join the fight for intelligence in commercial buildings

Partner up with Grundfos Commercial Building Services and get intelligent pumpingolutions
for every application in your building. We have a holistic system approach with components that adapt
to requirements Iin all application areas. Reliability and high energy e ciency come standard.

APPLICATION OVERVIEW

--------- Domestic cold water
———— — Domestic hot water
—-——= Domestic water, circulation
District Energy/Heating flow
—————— District Energy/Heating return
Drainage water, discharge pipe
Sub building drainwater pipe
Chilled water/condenser water, flow
—————— Chilled water/condenser water, return
————————— Fire sprinkler system
——————— Reclaimed rain water
Rain water collection pipe
Car park dewatering

Wastewater stack

Q)

HEATING
SYSTEM

ALPHAZ2, UPS

Variable speed canned rotor
circulator with optional AUTOADAPT
functionality . Easy installation and
high energy e ciency

Tedhn.data:

Flowrate max. , m /h
Head max. m
MAGNA3

Variable speed canned rotor circulator
with advanced functionalities such

as FLOWimiTand energy metering.
Works with Grundfos GO

Tedn.data:

Flowrate max. , m

Head max. m
Comfort AUTOxDAPTPM

Circulator pump with advanced
learning functionality for DHW
water recirculation

Techn.data:

Flowrate max. . m /h
Head max. . m
NK, NKE

End-suction close-coupled
pump with optional integrated
frequency converter

Techn.data:

Flowrate max. / m /h
Head max. ,/ m

HS

Single stage split case pump with
high energy e ciency and low life-
cycle costs

Tedhn.data:
Flowrate max. m /h
Head max. m

TP/TPE

Single stage in-line pump with
mechanical shaft seal and optional
integrated frequency converter.
Closed-coupled type

Tedn.data:
Flowrate max. / m /h
Head max. / m

Grundfos GT tanks

Diaphragm-type expansion tanks

CHILLED
WATER SYSTEM

ALPHAZ2, UPS

Variable speed canned rotor
circulator with optional AUTOADAPT
functionality . Easy installation and
high energy e ciency

Tedn.data:
Flow rate max. 3,2 n¥/h
Head max. 6 m

MAGNA3

Variable speed canned rotor circulator
with advanced functionalities such

as FLOWimiTand energy metering.
Works with Grundfos GO

Tedn.data:
Flowrate max. , m
Head max. m
NK, NKE

End-suction close-coupled
pump with optional integrated
frequency converter

Tedhn.data:

Flow rate  max. m /h
Head max. m
HS

Single stage split case pump with
high energy e ciency and low life-
cycle costs

Tedn.data:

Flow rate max. m /h
Head max. m
TP/TPE

Single stage in-line pump with
mechanical shaft seal and optional
integrated frequency converter.
Closed-coupled type

Tedn.data:
Flowrate max. / m /h
Head max. / m

Grundfos GT tanks
Diaphragm-type expansion tanks

Tedn.data:
Tank size: -
Liquid temp. max + °C

NB/NBE

End-suction close-coupled pump
with optional integrated frequency

@h

WASTEWATER

Multilift

Complete, compact, lifting station
for collecting and removing waste-
water inside buildings

Techn.data:
Flow rate max. , liter/s
Head max. , meter
Sololift

Complete, compact, single toilet
lifting station for collecting and
removing wastewater inside

buildings

Tedn.data:

Flowrate max. , I/s
Head max. , m
SEV, SE1

Heavy duty pump for dry or
submerged installation

Tedn.data:

Flowrate max. /s
Head max. meter
SLV, SL1

Heavy duty pump for submerged
installation

Tedn.data:
Flow rate max. /s
Head max. m

AUTOnpAPTVErSION Up to , kKW

SEG, SEG AUAGhPT

Heavy duty grinder pump for sub-
merged installation. SEG AUT@bAPT
with integrated pressure control

Tedhn.data:
Flow rate max. I/s
Head max. meter

DP, EF, DP/EF AURGrPT

Submersible drainage and
e uent pumps. AUTO ADpAPTVErsion
with integrated presseure control

Tedn.data:
Flow rate  max. , I/s
Head max. m

Unilift CC, KP, AP, AP-B

Portable drainage and
e uent pumps

l

DISTRICT
ENERGY

NK, NKE

End-suction close-coupled
pump with optional integrated
frequency converter

Tedn.data:

Flow rate  max. m /h
Head max. m
HS

Single stage split case pump with
high energy e ciency and low life-
cycle costs

Tedhn.data:

Flowrate max. m /h
Head max. m
TP/TPE

Single stage in-line pump with
mechanical shaft seal and optional
integrated frequency converter.
Closed-coupled type

Tedhn.data:
Flowrate max. / m /h
Head max. / m

Grundfos GT tanks

Diaphragm-type expansion tanks

Tedn.data:
Tank size: -
Liquid temp. max. + °C

NB/NBE

End-suction close-coupled pump
with optional integrated frequency
converter

Techn.data:
Flowrate max. / m /h
Head max. ,/ m

Control MPC
Control and monitoring unit for
Series  pumps

Tedn.data:
Supply V: X -V

Grundfos CUE

Frequency converters for
three-phase pumps

l

WATER
BOOSTING

Hydro Multi-S

Complete, turn key pressure boosting
system. Available with - parallel
connected pumps with integrated
controller

Techn.data:

Flowrate max. m /h
Head max. m
Hydro Multi-B

Complete, compact pressure boosting
system. Available with - parallel
connected frequency controlled
pumps with integrated controller

Techn.data:
Flowrate max. m /h
Head max. m

Hydro Multi-E

Energy e cient pressure boosting
system. Available with - parallel
connected frequency controlled
pumps with integrated controller

Techn.data:

Flowrate max. m /h
Head max. m
Hydro MPC

Complete pressure boosting system.
Available with - parallel connected
frequency controlled pumps with
integrated controller

Techn.data:

Flow rate  max. m /h
Head max. m
Hydro Solo-E

Complete, turn key pressure
boosting system. Available with a
frequency connected pump with
integrated controller

Techn.data:

Flowrate max. m /h
Head max. m
Hydro Solo-S

Complete, turn key pressure boosting
system. Available with a connected
pump with integrated controller

Techn.data:

Flowrate max. , m /h
Head max. m
CMBE

Compact pressure boosting system
for water supply in light commercial

WATER
DISINFECTION

DME

Digital diaphragm dosing pump
with internal stepper motor drive for
handling chemicals in larger
quantities

Techn.data:
Flow rate max. I/h
Pressure, P max. bar

DDC, DDE, DDA

SMART Digital diaphragm dosing
pumps or dosing of chemicals for water
disinfection, anti-scaling, anti-fouling,
anti-corrosion as well as for pH control

Techn.data:
Flowrate max. I/h
Pressure, P max. bar

OXIPERM PRO

Based on chlorine dioxide, this
system ensures clean and safe
water in domestic water, cooling
tower, pools and spa applications

Tedn.data:
Capacity max. g/h

DIT-M, DDI & L
photometres

Photometric measurement of up
to parameters in treated water,
such as chlorine, chlorine dioxide,
chlorite, ozone and pH

Tedhn.data:
Flow rate  max. I/h
Pressure, P max. bar

RAINWATER
HARVESTING

FIRE
FIGHTING

RCME CRF

Complete ready for installation Fire pump system for residential
rainwater pumping system with and smaller commercial buildings.
integrated control Compliant to EN  and optional
VdS listed repump model CR

Techn.data:
Flowrate max. . m /h Tedn.data:
Head max. m Flowrate max. m /h

Head max. m
CR, CRE NKF
High e ciency and high head Fire pump system with long coupled
multistage pump NKF endsuction pumps, electric motor
Techn.data: or diesel engine. Compliant to most
Flow r.ate ' max. /| m h relevant EuropeanFire pump standards
Head max. / m Tedn.data:

Flowrate max. m /h

Head max. m
CM, CME HSEF

Compact horizontal multi-stage Fire pump system with splitcase
end-suction pump pumps, electric motor or diesel engine
Compliant to NFPA  and listed to

Tedn.data: )
Flowrate max. m /h UL & FM Fire pump standards
Head max. m Tedhn.data:
Flowrate max. m /h
Head max. m
SQ Packed Pump Housing

Submersible pump for installation
in rainwater reservoir

Engineered-to-order solution, tested
to individual site requirements
prior to despatch, pre-wired and

Tedn.data: full i K
Flowrate max. m /h u ygorgplant to any known re
Head max. m standar

GRUNDFOS ISOLUTIONS

e A range of integrated pump solutions, variable
frequency drives, control units, communication
modules and remote monitoring systems

» Highest possible e ciency and reliability built on
intelligent technology

e Solutions based on a holistic application approach

Tedn.data:
Tank size: - converter Techn.data: Techn. data: applications using v_ariable spegd . . . . o .
L%nuidSItze;p. max + °C Techn.data: F?ownrataeta max. m /h Me;ngvoifge g(r)lr\;ef;:)trlg\r/l;rgyeuency and high o ngheSt pOSS|b|e e ClenCy and re“ab'“ty WIthOUt
fowrate max [ omo Head  max. meter VIR roch data compromising comfort and safety
Flowrate max. , m /h
Head max. m
NB/NBE Control MPC Prefabricated
End-suction close-coupled pump Control and monitoring unit for pumping station
with optional integrated frequency Series  pumps Complete with rails and controls,
converter Tedhn.data: ready for installation
Techn.data: Supply V: -V .
F?o?/vr;atga max. / m h i ” g?:n:é?;tal mm G R U N D FOS G O
el THE GRUNDFOS
« Handheld & Intuitive
Control MPC Grundfos CUE Dedicated control P R O D U CT C E N T E R
Control and monitoring unit for Frequency converters for Communication and control unit pump ContrOI
Series  pumps three-phase pumps for management of up to six . o .
Tedhn data Techn. data wastewater pumps Online sizing tool for quick pump — « Replacement, Selection
Supply V: X - V Mains voltage Techn.data: Selection d i |
-V, -V, Suppl V, Vv,
VI ety Y, and Reporting tools
I S » Easy-to-use service information on - « Easy access to pump
runaros , .
Frequency converters for High e ciency and high head eaCh pump data CO||eC'[I0n and faU|t
three-phase pumps multi-stage pump . . . IO in
Techn, data . « Instant access to saved items, including gging
Mains voltage Flowrate max. / m /h .
X -V, x -V, Head max. / m Complete pI’OjeCtS -
X -V, x -V
e Optimized for mobile devices
» CAD drawings available for all products
SEE MORE AT GRUNDFOS.COM
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